20030410.ba v03_n475.bam.20030410 


>From ???@??? Thu Apr 10 17:17:18 2003 -0500 

Message-Id: <200304102217 .h3AMHC11r009010@sco.theporch. com> 
Date: Thu, 10 Apr 2003 17:16:55 CDT 

From: Old Tube Radios <boatanchors@theporch.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: BOATANCHORS digest 3475 


BOATANCHORS Digest 3475 
Topics covered in this issue include: 


1) RE: Device ID ?? 
by "WF2U" <wf2u@starband.net> 
2) Tube(?) ID please... 
by "Herbert M. Rosenthal" <herbrose@comcast.net> 
3) need schematic for Henry 2K-4 
by <plmills@attglobal.net> 
4) Re: Device ID ?? 
by Josh Rovero <provero@myeastern.com> 
5) Re: Need Viking Valiant help 
by Mike Steussy - AE4R <ae4r@erols.com> 
6) Gonset G-76 update 
by "David L. Thompson" <thompson@mindspring.com> 
7) Looking for 6G35, 12 GJ5 tubes 
by "Sandy W5TVW" <ebjr@i-55.com> 
8) Questions on tubes in a KW 2000E 
by "David L. Thompson" <thompson@mindspring.com> 
9) USS COBIA Radar Update 
by Tom Aschenbrenner <boat@Aschen.com> 
10) Final Collins Sell-Off 
by "Jay H. Miller" <jay@kk5im.com> 
11) For Sale: Jennings Motorized Vacuum Variable Capacitor - Big!! 
by Dave Hollander <n7rk@cox.net> 
12) Re: PRC-47 followed me home 
by John Kolb <jlkolb@cts.com> 
13) FS: Motorola R-390A Receiver 
by JONWEINER@aol.com 
14) PRC-47 LSB, RIT,PTT conversions. 
by Smith <smithab11@comcast.net> 
15) Crystals needed for a rare Eldico TX 
by brian.k.harris@philips.com 
16) Re: Questions on tubes in a KW 2000E 
by Scott Robinson <spr@earthlink.net> 
17) FS: ART-13 connector set 
by "Ian and Kelly Abbott" <i.k.abbott@attbi.com> 
18) Hamfest Military Radio Setup Eastern Shore 


by Smith <smithab11@comcast.net> 
19) URM-25J3 Signal Generator 

by "Richard W. Solomon" <wiksz@tiac.net> 
20) Great BA parts - Caps, coils, other 

by K8MFO@aol.com 


From: "“WF2U" <wf2u@starband.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: Device ID ?? 
Date: Mon, 7 Apr 2003 09:30:10 -0400 
Message-ID: <NABBLNEJDDKECLKHCAAPCEAKIPAA.wf2u@starband.net> 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="us-ascii" 
Content-Transfer-Encoding: 7bit 


This is too easy, Jerry... 


It's a Philips BX925 marine MF/HF communications receiver manufactured in 
the Netherlands the 1950's. 

I happen to own a nice specimen of this receiver with the original manual. 
An interesting little detail is that the fast tuning on the receiver is done 
by an electric motor. When you push the fine tuning knob in, it becomes a 
momentary dual directional switch to control the motor to turn the tuning 
mechanism and the dial CW or CCW. When the dial is near the desired 
frequency, you tune with the knob via the reduction gear. 

A very neat receiver! 


73, Meir WF2U 


So eerieic Original Message----- 

From: owner-boatanchors@theporch.com 
[mailto:owner-boatanchors@theporch.com]On Behalf Of Jerry Proc 
Sent: Sunday, April 06, 2003 9:33 PM 

To: Old Tube Radios 

Subject: Device ID ?? 


Hello Group, 


It's time to play "Name That Device". As usual, the mystery item is 
something uncommon. 


VV VV VV VV VV VV OV 


The photo shows an operating position at Canadian Coast Guard Station 
VCS in the 1950's. What is the device that the red arrow is pointing to? 
I am trying to identify it for one of the former operators at VCS, now 
VE1BC. 


http: //webhome. idirect.com/~jproc/test/oppos1950. jpg 


If anyone is interested in looking at the VCS web page, go to: 
http://www. coastalradio. greater-peterborough.com/halifax.htm 
This was just posted within the last week. 


Regards, 

Jerry Proc VE3FAB 

Toronto, Ontario 

e-mail: jerry.proc@sympatico.ca 

http: //webhome. idirect.com/~jproc/ve3fab 


VVVVV VV VV VV VV VV VV VV VV 


Date: Mon, 07 Apr 2003 07:44:18 -0600 

From: "Herbert M. Rosenthal" <herbrose@comcast.net> 
Subject: Tube(?) ID please... 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <3E9180AA.3A2E2413@comcast.net> 
MIME-version: 1.0 

Content-type: text/plain; charset=us-ascii 
Content-transfer-encoding: 7BIT 


My nephew at Misawa AB recently stripped a junk scope for parts (he's way north 
of Tokyo and the barrels of surplus) and asked me to ID two of the tubes: 7L9 


and 8136. 


I'd guess the first may be a current limiter but don't have the least idea what 


these really are. 


If you can identify them, or have a site reference, I'd be most pleased to pass 


the info along. Please QSP directly to me: herbrose@comcast.net. 


Dan is an Air Force Major, a dentist at the base there, a ham (of course) and a 
private pilot with lots of time.. he ‘blames’ the ham aspect of his life to a 


Handbook I gave him when he was about 9 years old... says he memorized and 
fantasized over it until hid parents allowed him to solder and drill holes. 


Thanks, 


Herb Rosenthal W5AN 
Albuquerque 


Message-ID: <0Q00701c2fd2e$969fe760$d2cc410c@W5BVB> 
From: <plmills@attglobal.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: need schematic for Henry 2K-4 
Date: Mon, 7 Apr 2003 12:53:24 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="is0-8859-1" 
Content-Transfer-Encoding: 7bit 


I just acquired a 2K-4 that came with a manual copy 
but it is missing the schematic for the rf deck. Does 
anyone have a manual that they can copy/scan this 

page from? Tried the bama site but no luck. 


thanks & 73, 
Phil 
W5BVB 


Message-ID: <3E91EA6E.7070509@myeastern. com> 

Date: Mon, 07 Apr 2003 17:15:26 -0400 

From: Josh Rovero <provero@myeastern.com> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

CC: Old Tube Radios <boatanchors@theporch. com> 

Subject: Re: Device ID ?? 

Content-Type: text/plain; charset=us-ascii; format=flowed 
Content-Transfer-Encoding: 7bit 


Sure looks like a refinished Super-Pro 200/400 
even if it is a Philips bx925 


Jerry Proc wrote: 
Hello Group, 


It's time to play "Name That Device". As usual, the mystery item is 
something uncommon. 


The photo shows an operating position at Canadian Coast Guard Station 
VCS in the 1950's. What is the device that the red arrow is pointing to? 
I am trying to identify it for one of the former operators at VCS, now 


> 
> 
> 
> 
> 
> 
> 
> 
> VE1BC. 


http: //webhome. idirect.com/~jproc/test/oppos1950. jpg 


If anyone is interested in looking at the VCS web page, go to: 
http://www. coastalradio. greater-peterborough.com/halifax.htm 
This was just posted within the last week. 


Regards, 

Jerry Proc VE3FAB 

Toronto, Ontario 

e-mail: jerry.proc@sympatico.ca 

http: //webhome. idirect.com/~jproc/ve3fab 


VVWVV VV VV VV VV VV VV OV 


Message-ID: <3E924A39.2010407@erols.com> 

Date: Tue, 08 Apr 2003 00:04:09 -0400 

From: Mike Steussy - AE4R <ae4r@erols.com> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

CC: Boatanchors <boatanchors@theporch.com> 

Subject: Re: Need Viking Valiant help 

Content-Type: text/plain; charset=windows-1252; format=flowed 
Content-Transfer-Encoding: 8bit 


PhilOd I recently removed the PTT relay from my Valiant. It was sticking 
and when it did work, the 115VAC contacts would flash with a nasty arc. 

So I decided to retire it. I recorded it in my shop notebook as a 
Potter & Brumfield KR-2349-1. Perhaps someone on the list can give you 
the parameters or find one in his relay bin for you. 


I ended up replacing mine with a 6VDC relay of the same approximate 
type, which I removed from a clear plastic octal plug-in mounting. This 
relay was acquired at a hamfest for less than a dollar. Its structure 
is nearly identical to the original, so mounting it was like installing 
an exact replacement. Itis powered by rectified 6.3VAC heater voltage. 

You could use a 12 or 24VDC relay and build a simple voltage 
multiplier-rectifier circuit to obtain the necessary voltage. JI much 
prefer having the lower voltage in my D-104 G-Stand and the relay works 
like a champ. 


73, Mike Steussy AE4R 


Message-ID: <0Q22601c2f£d90$b67£28e0$4e8a56d1@default> 
From: "David L. Thompson" <thompson@mindspring.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Gonset G-76 update 

Date: Tue, 8 Apr 2003 01:35:48 -0400 


I started working on the Gonset G-76. I found the 6BE6 (Rx converter) had 
both sides bad. I did not have a good spare but I did find one in the junk 
box that was just good on one side and bad on the other. I did replace the 
totally bad 6BE6. The 6BE6 is crucial to proper operation of the 2nd IF. 
Both 20 and 40 seemed to receive better but 80 was still dead. I can hear 
my signal generator on 80 but its much weaker than 40 and 20. 


I notice that the G-76 I have has major changes from the original G-76. I 
have the addendum that details the changes. CW now keys the cathode rather 
than the final. Two tubes were added to the final stage V18, an OB2 screen 
control and V19, a 12AL5 clamper tube. The final is still a 6DQ5 and the 
modulator is now a pair of 6DQ6's. The size of the chassis is smaller (deep) 
by 1". 


I will finish testing the tubes (TX and modulator) and then check the 
resistances and voltages. The VFO seems to be fairly close and I hear the 
beat note on 80 to 10 OK. The receiver seems to be off calibration. 
Closest are 40 (70kcs) and 20 (80 kcs). Worst is 10 which is 400 kcs low. 


There is also some hum from the power supply initially. I also found 
several nuts missing and will replace them before going further. One 4-32 
nut fell out when I removed the cover and appears to secure the tank coil to 
the chassis via a spacer and screw which are loose. Now to find where the 
other nut goes. Looks like I have plenty of work to do. 


73 Dave K4IRB 


Message-ID: <001501c2fe26$bedd9440$959dcdd1@s0023531634> 
From: "Sandy W5TVW" <ebjr@i-55.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Looking for 6GJ35, 12 GJ5 tubes 
Date: Tue, 8 Apr 2003 18:29:46 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="i1s0-8859-1" 
Content-Transfer-Encoding: 7bit 


Looking for 6-10 NOS 6G35 or 12GJ5 tubes. GE, RCA or Sylvania only. 


Will buy or trade other types for them. 


73, 
Sandy W5TVW 


Message-ID: <0Q03a01c2fe2c$e1fd86a0$fd8f56d1@default> 
From: "David L. Thompson" <thompson@mindspring.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Questions on tubes in a KW 2000E 

Date: Tue, 8 Apr 2003 20:13:42 -0400 


I asked some questions on the KW reflector and feel that boatanchors may be 
able to answer them. 


First The manual says on the spec page that V2 is a 12AX7 on the page with 
the block diagrams 

V2 is shown as a 12AT7. My KW 2000E has a 12AT7. V2 is the carrier 
oscillator and cathode follower. I did not think the 12AX7 and 12AT7 were 
interchangeable. 


V6 is a 6CH6 driver (UK number EL821). I looked on AES and several tubes 
seller pages. Any idea where to find another 6CH6. The tester shows this as 
questionable and I need a spare. 


Even with all my acquired tube tables I find that I cannot test a 6BM8/ECL82 
and the TX IF oscillator 6EH7. At least they are sold by several vendors. 
Another rare tube that I cannot test is the 6AM6 AF output). 


Finally the 6CH6 and a 12BZ6 have tube sockets with shield bottom. The 
12BZ6 is the RX RF amp. Should I put shields on these tubes? I asked a ham 
in Arkansas who has a KW 2000B 

(on the web) and his has no shields either. 


Thanks for the help 
73 Dave K4JRB 


Message-ID: <3E936951.A8813B81@Aschen. com> 
Date: Tue, 08 Apr 2003 19:29:05 -0500 

From: Tom Aschenbrenner <boat@Aschen.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: USS COBIA Radar Update 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Just got back from another fun filled trip. The SJ-1 seems 
to be running just fine. The receiver has a MDS of -90dbm 
and the TX seems to be running just fine. Echo targets 

are all over the PPI. 


Now the rub....the book states that the SJ runs the modulator 
tube hard...thus life is short...this was solved by increasing 
the spares....the trouble is we are down to our last 5D21. 


Would any of you have any of these tubes (or equivalent 4PR60) 
that we could get to keep the radar running? 


Thanks for all the help. 


Tom Aschenbrenner 


Mime-Version: 1.0 

Message-Id: <p05100306bab91c6£719f@[207 .53.229.218]> 

Date: Tue, 8 Apr 2003 19:45:36 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: "Jay H. Miller" <jay@kk5im.com> 

Subject: Final Collins Sell-Off 

Content-Type: text/plain; charset="iso-8859-1" ; format="flowed" 
Content-Transfer-Encoding: quoted-printable 


Last of my personal Collins collection that I am disposing: 


Collins 75S-2 Receiver (WE) $1,200.00 
With 136A-1 noise blanker and 500cps CW filter 
=46actory original model. Condition is excellent. 


Collins 325-1 Transmitter (WE) $375.00 
Condition is excellent. Fully restored. 


Collins 312B-5 External PTO and Station Console (RE) $800.00 
Condition is very good to excellent. 


Collins 312B-4 Station Console (WE) $300.00 
Condition is very good to excellent. 


Collins 516F-2 Power Supply (WE) $475.00 
Condition good to very good. Solid state rectifiers and 


relay modification by K7RMT. 


Collins SM-1 Station Mike 


Condition very good to excellent $200.00 


All items subject to a $10.00 domestic packing charge (double boxing 
and foam) plus actual shipping and insurance from Dallas. 


No overseas sales at this time due to current hostilities. 
Payment must be with cashier's check or USPS (only) money orders. 


All gear is fully operational and restored by me. Condition 
description is guaranteed, but otherwise sold as-is. 


Thanks for looking. Please E-mail with any questions. 


KKKKKAKKKKA JayEkkSim.com xkxkkKkKAKKKKKK 
Jay H. Miller, KK5IM Dallas, Texas 
NRA x ARRL * AMI#846 * DXCC x S.A.S.S. #34,692 
32=BO0 AASR x MVPA #25,180 
Website: http://www.kk5im.com 
xxkxkxkx Proud to be 100% Macintosh since 1984! xxxx*xx« 


Message-ID: <3E9374C3.461FA830@cox.net> 

Date: Tue, 08 Apr 2003 18:17:54 -0700 

From: Dave Hollander <n7rk@cox.net> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: For Sale: Jennings Motorized Vacuum Variable Capacitor - Big!! 
Content-Type: text/plain; charset=us-ascii; x-mac-type="54455854"; x-mac- 
creator="4D4F5353" 

Content-Transfer-Encoding: 7bit 


For Sale - A Large Motorized Jennings Vacuum Variable Capacitor... .$250 
plus shipping 


Looks like New Old Stock 
10-1000 pF, 15 kV rating... 


Capacitor tested on one of my capacitance meters and measures 10-1000 
pF 


Motor tested and runs on 12 Vdc 
Photos 


http: //members.cox.net/radiostuff£9/jenningsvaccap. jpg 
http: //members.cox.net/radiostuff£9/jenningsvaccap2. jpg 


http: //members.cox.net/radiostuff£9/jenningsvaccap3. jpg 


Perfect for the 8877 or 4-1000 amp you want to build!! 
I will ship overseas. 


You can check my user ID "n7rk" on Ebxy 
for a reference as to dealing with me. 


Thanks for looking and 73, 


Dave N7RK 

KAKA KIKI AKA KIKI AKI KIA KI IKK IKI IK IKI IK IKI I IK III IK III ICRA IK IK 

Dave N7RK http: //members.cox.net/n7rk 

Phoenix, Arizona *xDXCC Honor Rollx *xWAZ#23 - 75 Meter SSBx 


ex-XE2/N7RK, N7RK/ZB2, VK2ERK, ZMOAIN, WB6NRK, WN6IWX 


Boatanchor Collector Extraordinaire preferring Hallicrafters, National 
and what ever else looks interesting! 


Date: Tue, 8 Apr 2003 22:03:19 -0700 (PDT) 

From: John Kolb <jlkolb@cts.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

cc: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: PRC-47 followed me home 

Message-ID: <Pine.BSF.4.44.0304082148460 .890-100000@king.cts.com> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


On Sun, 6 Apr 2003, Jay H. Miller wrote: 

TWO PRC-47s followed me home. One has every conceivable accessory 
(except the remote PTT) and the other has an almost complete set. A 
couple of spare modules and some kind of circuit board which I 
believe is the mechanical filter for the LSB conversion. 


I've checked the available mil websites for the posted dope on the 
rig but not exactly sure about the LSB mod. Would appreciate hearing 
from some of you guys who have done the deed. Will be fun to get 
these rigs on the air (one of these days). 


VV VV VV VV VV 


The stock PRC-47 has a F500Z-5 LSB filter. Because of the conversion 
scheme, that turns out to transmit USB. The set can be converted 
to LSB only instead very easily by replacing the mechanical filter 


with a F500Z-4 USB filter (526-9377-010) which has the exact same 
impedance, etc. I've seen a few F500Z-4's go cheap on the auction 
place recently. 


If you have a circuit board with a filter on it, it would probably 
be a conversion which would allow you to have switched USB or LSB. 


The other conversion method would be to replace the 500 kHz carrier 
with one about 496.7 kHz. I don't know what other effects that would 
have on the set. If no retuning of the IF is required, that could 
also lead to a switchable USB/LSB, (Though LSB only for 40 and 80 
meters is all most people need) 


I've sold a couple of F500Z-6 USB filters, which have somewhat 
different characteristics for guys to try but never heard how 
well they worked. 


Plug: e-mail me for a list of filters for sale. 


John KK6IL@amsat.org 


From: JONWEINER@aol.com 

Message-ID: <10e.20bc1ffd.2bc566bc@aol.com> 
Date: Wed, 9 Apr 2003 08:06:20 EDT 

Subject: FS: Motorola R-390A Receiver 

To: Old Tube Radios <boatanchors@theporch.com> 
MIME-Version: 1.0 

Content-Type: multipart/alternative; 
boundary="part1_10e.20bc1ffd.2bc566bc_boundary" 


--part1_10e.20bc1£fd.2bc566bc_boundary 
Content-Type: text/plain; charset="US-ASCII" 
Content-Transfer-Encoding: 7bit 


I have for sale a nice condition Motorola R-390A receiver. Complete with top & 
bottom covers and meters. Working condition. Paint wear around main tuning 
knob. For pick up only at Greer, SC. Price $350. Please reply directly to me, 
not the list. 


Jon, K1VVC 
--part1_10e.20bc1£fd.2bc566bc_boundary 


Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KK KKK KK KR KK KKK KK KKK KKK KK KKK KKK 
---REMAINDER OF MESSAGE TRUNCATED--- 
This post contains a forbidden message format 
(such as an attached file, a v-card, HTML formatting) 
Mail Lists at theporch.com only accept PLAIN TEXT 
If your postings display this message your mail program 
is not set to send PLAIN TEXT ONLY and needs adjusting 
KK KR KK KKK KKK KK KK KK KK KKK KKK KK 


+ + + FF HF FH OF 
+ + + FF OF 


--part1_10e.20bc1£fd.2bc566bc_boundary- - 


Date: Wed, 09 Apr 2003 09:57:25 -0400 

From: Smith <smithab11@comcast.net> 

Subject: PRC-47 LSB, RIT,PTT conversions. 

To: Old Tube Radios <boatanchors@theporch.com> 

Message-id: <0Q07501c2fe9f$£3522fa0$daf22144@dover01.de.comcast.net> 
MIME-version: 1.0 

Content-type: text/plain; charset=Windows-1252 
Content-transfer-encoding: 7BIT 


John KK6IL wrote:"The set can be converted 

to LSB only instead very easily by replacing the mechanical filter 
with a F500Z-4 USB filter (526-9377-010) which has the exact same 
impedance, etc. a 


My comments: The PRC-47 can be converted to the other sideband by using an 
additional filter however if the new filters impedance and other 
characteristics are slightly different, the set IF stages must be retuned 
for maximum performance.. This is very hard to do unless one has the IF 
module extenders or by constructed an extension cable as I have done. If 
you have a lot of time on your hands the "retuning" can be accomplished to 
a degree by pulling the module and adjusting the filter section input and 
output variables by a slight amount and re-inserting into the radio and 
checking results.Be sure and note the orginial settings! 


I am working on additional techniques using a small relay to switch 
Sidebands and will soon publish them on my little web page. 


Fine tuning(RIT) and Push to Talk modifications for the PRC-47 my be viewed 
by visiting my web page. 

73 

Breck K4CHE 

http: //mywebpages.comcast.net/smithab11/ 


From: brian.k.harris@philips.com 
To: Old Tube Radios <boatanchors@theporch.com> 


Subject: Crystals needed for a rare Eldico TX 

MIME-Version: 1.0 

Message-ID: <OFBFE86E4E.F9AEFA5B- 

ON88256D03 .0054E521-86256D03 . OO4BD9FB@diamond. philips. com> 

Date: Wed, 9 Apr 2003 10:45:16 -0500 

Content-Type: multipart/alternative; boundary="=_alternative O04BD9ED86256D03_=" 


This is a multipart message in MIME format. 
--=_alternative O04BD9ED86256D03_= 
Content-Type: text/plain; charset="us-ascii" 


In order to restore what appears to be an extremely rare Eldico T-100 
transmitter I am in need of the HC-6 crystals listed below. These 
crystals are the same as those used in an Eldico SSB-100F if you should 
happen to have a parts unit. Please check your parts collection for me. 


Thanks for your time. 


412.50 KHz Qty 2 
410.00 KHz Qty 2 
413.8 KHz Qty 1 
413.4 KHz Qty 1 
5113 KHz Qty 1 
4287 KHz Qty 1 


Brian K. Harris, Senior Field Application Engineer, WA5UEK 


Philips Semiconductors 

2140 Lake Park Blvd. Suite 200 
Richardson, Texas 75080 USA 

Direct 972-705-2484 (Use This First) 
Fax 972-480-9617 

Cell 214-763-5977 


EMAIL brian.k.harris@philips.com 
--=_alternative O04BD9ED86256D03_= 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KKK RK KK KR KK KK KKK KKK KK KKK KKK KK 
---REMAINDER OF MESSAGE TRUNCATED--- 
This post contains a forbidden message format 
(such as an attached file, a v-card, HTML formatting) 
Mail Lists at theporch.com only accept PLAIN TEXT 
If your postings display this message your mail program 
is not set to send PLAIN TEXT ONLY and needs adjusting 
KKK KK KK KR KK KKK KK KKK KK KKK KKK KK 


+ + + + FF HF 
+ + + + FF HF 


Message-Id: <5.1.0.14.0.20030409114413 .01d611cO0@mail.earthlink.net> 
Date: Wed, 09 Apr 2003 11:47:26 -0700 

To: Old Tube Radios <boatanchors@theporch. com> 

From: Scott Robinson <spr@earthlink.net> 

Subject: Re: Questions on tubes in a KW 2000E 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


At 08:13 PM 4/8/2003 -0400, you wrote: 

>I asked some questions on the KW reflector and feel that boatanchors may be 
>able to answer them. 

> 

>First The manual says on the spec page that V2 is a 12AX7 on the page with 
>the block diagrams 

>V2 is shown as a 12AT7. My KW 2000E has a 12AT7. V2 is the carrier 
>oscillator and cathode follower. I did not think the 12AX7 and 12AT7 were 
>interchangeable. 


David, 


Pinout is the same on 12AU7 (mu=20), 12AT7 (mu=about 40) and 12AX7 
(mu=100). They are plug-in interchangeable for pinout but will have 
different gains and impedances. I'd start with the original type and only 
substitute for intentional modification. All these tubes are easy to get. 


Regards, 


Scott 


Message-ID: <0Q09b01c2ff£71$e7864940$6401a8cO@desktop> 
From: "Tan and Kelly Abbott" <i.k.abbott@attbi.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: FS: ART-13 connector set 
Date: Thu, 10 Apr 2003 07:59:34 -0700 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


For Sale: 
One set of connectors required to connect a T-47/ART-13 transmitter to its 


dynamotor and connect 28VDC to the dynamotor. Three connectors in all. Take 
a look at the picture: 


http: //www.wildblueaviation.com/images/art13connex. jpg 


PLEASE NOTE: These three connectors are "reproductions" I purchased some 
years ago from WA5CAB. The connector inserts are really well made, although 
I'm responsible for the quick 'n dirty wiring harness! 


$50.00 for the whole set, USPS Priority Mail included to US addresses. 
xPleasex respond or send questions directly to me, NOT through the list! 
Cheers, 


Ian E. Abbott 
KC6UPT 


Ian and Kelly Abbott 
i.k.abbott@attbi.com 


Date: Thu, 10 Apr 2003 14:00:44 -0400 

From: Smith <smithab11@comcast.net> 

Subject: Hamfest Military Radio Setup Eastern Shore 

To: Old Tube Radios <boatanchors@theporch.com> 

Message-id: <0Q01a01c2ff£8b$1be49f20$daf22144@dover01.de.comcast.net> 
MIME-version: 1.0 

Content-type: text/plain; charset=Windows-1252 
Content-transfer-encoding: 7BIT 


This Sunday, April 13th will be the Eastern Shore Hamfest in Easton 
Maryland. Breck K4CHE and I will be displaying and operating military 
radios including my collection of Motorola URC radios, field modems and 
military laptops for setting up a packet field node. If your a collector of 
military radios there is always something to be said for taking them out 
and playing with them. . . maybe next year we can plan more elaborate 
activities at this fest, but in the mean time anyone who would like to show 
off 

some of their stuff is welcome, I believe there will be a separate area 
for the displays form the tailgating area. This is a small hamfest but is 
getting bigger each year. 

For additional information look at their web site at : 
www.k3emd.com/hamfest. htm 


Ray Fantini, KA3EKH 


From: "Richard W. Solomon" <wiksz@tiac.net> 


To: Old Tube Radios <boatanchors@theporch.com> 
Subject: URM-25J Signal Generator 
Date: Thu, 10 Apr 2003 17:33:37 -0400 
Message-ID: <LOBBJFMMJJCIMDIAGBILOELNHPAA.wiksz@tiac.net> 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="is0-8859-1" 
Content-Transfer-Encoding: 7bit 


A "J" version of this great old Sig Gen went on e-bay today. This is 
the latest rev des I have seen. I have a "G" model, but never knew 
they went that high. 

Are there any later versions ? 


73, Dick, W1KSZ 


From: K8MFO@aol.com 

Message-ID: <5£.37e48a0b.2bc74726@aol . com> 
Date: Thu, 10 Apr 2003 18:16:06 EDT 

Subject: Great BA parts - Caps, coils, other 
To: Old Tube Radios <boatanchors@theporch.com> 
MIME-Version: 1.0 

Content-Type: multipart/alternative; 
boundary="part1_5f.37e48a0b.2bc74726_boundary" 


--part1_5£.37e48a0b.2bc74726_boundary 
Content-Type: text/plain; charset="US-ASCII" 
Content-Transfer-Encoding: 7bit 


HELP! For the past several months I have been moving my "treasures" into a 
new workshop and storage barn. Since I also am a Christmas tree farmer, 
this is my busiest time of the year, and I am "running out of gas" with my 
sorting projects. My loss is your gain. Here is a wide range of 
treasures, which I will box and ship anywhere in the continental 48 states 
for $24. 


TWO - E. F. Johnson I2G70 variable capacitors 1/8 inch spacing 

ONE - E. F. Johnson 105-240-G variable capacitor 1/16 inch spacing 

ONE - G.I. CORP (?) variable capacitor 1/16 inch spacing 

ONE unmarked variable capacitor with 1/16 inch spacing 

. TWO - ceramic standoff insulators, 2 inches long. Can't see marking, 
ook like E.F. Johnson 

ONE - 3 inch long, 2 inch diameter length of coil stock - looks like B&W 
ONE - 5 inch long, 2 inch diameter length of coil stock - again, looks 
ike B&W 

ONE - 1.5 inch long, 1.5 inch diameter length of coil stock 


COrFRNDWFOBRWNPR 


9. ONE - B&W "40 BEL" inductor -- 2 inches long, 2 inch diameter with "4 
banana clip type" plug 

10. ONE - 2.75 inch long, 1 inch diameter length of coil stock 

11. FORTY - used mica capacitors untested, of various values 

12. THREE trimmer capacitors, one E. F. Johnson, one Hammarlund, one DAK. 
13. ONE - chassis mount fuse holder 

14. ONE - 1.5 inch long, 1 inch diameter length of coil stock 

15. TWO - used Mallory potentiometers, in original box. M1000PK, 400 OHM 


A "treasure trove",needing a new home! Should be over 6 pounds shipping 
weight. Again, $24 shipped anywhere in the continental 48 states. 


73 


Don Karvonen K8MFO 


--part1_5£.37e48a0b.2bc74726_boundary 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KKK RK KK KR KK KKK KK KKK KKK KK KKK KKK 
---REMAINDER OF MESSAGE TRUNCATED--- 
This post contains a forbidden message format 
(such as an attached file, a v-card, HTML formatting) 
Mail Lists at theporch.com only accept PLAIN TEXT 
If your postings display this message your mail program 
is not set to send PLAIN TEXT ONLY and needs adjusting 
KK KR KK KK KK KK KK KK KK KK KKK KKK KK 


+ + + + FF HF 
+ + + + FF OF 


--part1_5£.37e48a0b.2bc74726_boundary -- 


End of BOATANCHORS Digest 3475 
KAKKKK KKK KKK KIKI KKK IKKE K KR 


